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THE DETROIT™ DD13® ENGINE OFFERS AN OPTIMAL BLEND
OF PERFORMANCE AND EFFICIENCY. IT’S NOT ONLY RIGHT
FOR THE JOB, IT’S GREAT FOR YOUR BUSINESS.

LTL

LOADS VARY. PERFORMANCE DOESN'’T.
You drive intracity and intercity. Every day is different. But you
can count on the DD13 to offer a smooth, efficient drive, no

matter what route, pallet, or load comes your way.

REGIONAL DISTRIBUTION

GO THE DISTANCE. AND BEYOND.
You have tight schedules to keep. The DD13 engine keeps you
going with proven reliability. It’s also highly efficient, so you can

minimize fuel and maximize profitability.

VOCATIONAL

THE HARDER YOU PUSH, THE HARDER IT PERFORMS.
This engine is built tough. Perfect whether you’re hauling,

dumping, or mixing. Push the DD13 to the limit. It’s made to work.

ECONOMY, SERVIGEABILITY, PERFORMANCGE.




THIS DD13 ENGINE IS BETTER THAN EVER.

° variable-speed water pump [A]

¢ The 2nd Generation Amplified Common Rail Fuel System
(ACRS) [g],

° proprietary asymmetric turbocharger
[C

e A friction-optimized piston design [D]




TORQUE RESPONSE IS THE KEY TO PERFORMANCE.

Horsepower and Torque Curve

410 bhp @ 1625 r/min-1450 Ib-ft @ 975 r/min
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Power Ratings

DD13 Engine Power Ratings
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350 HP @ 1625 RPM 1350 Ib-ft @ 975 RPM
370 HP @ 1625 RPM 1250 Ib-ft @ 975 RPM
380 HP @ 1625 RPM 1450 Ib-ft @ 975 RPM
400 HP @ 1625 RPM* 1750 Ib-ft @ 975 RPM*
410 HP @ 1625 RPM 1450 Ib-ft @ 975 RPM
410 HP @ 1625 RPM 1550 Ib-ft @ 975 RPM
410 HP @ 1625 RPM 1650 Ib-ft @ 975 RPM
435 HP @ 1625 RPM 1550 Ib-ft @ 975 RPM
450 HP @ 1625 RPM 1550 Ib-ft @ 975 RPM
450 HP @ 1625 RPM 1650 Ib-ft @ 975 RPM
470 HP @ 1625 RPM 1650 Ib-ft @ 975 RPM
505 HP @ 1625 RPM 1850 Ib-ft @ 975 RPM

DD13 Engine Multi-Torque Power Ratings

410 HP @ 1625 RPM

1450/1650 Ib-ft @ 975 RPM

*Integrated Detroit Powertrain only.




DD13 SPECIFICATIONS

Configuration .................. Inline 6 Cylinder
Displacement.................. 781 cu.in. (12.8 L)
Compression Ratio ............. 18.4:1

Bore ... 5.20in. (132 mm)
Stroke. ... 6.15 in. (156 mm)
Weight Dry) ......oovevvennnn. 2487 Ib. (1128 kg)
Electronics .................... DDEC®

Service Fill (Oil & Filter Change). . 40 qt. (38L)
Horsepower Range.............. 350-505
Torque Range.................. 1250-1850 Ib-ft

Rear-Engine Power Take-Off .. .. Optional



THE BEST ENGINES HAVE THE BEST TECHNOLOGY.

VIRTUAL TECHNICIAN POWER TAKE-OFF (PTO)

DDEC

COMPLIANCE



DETROIT GENUINE PARTS EXTENDED SERVICE COVERAGE



POSITIVE IMPACT ON YOUR TOTAL
COST OF OWNERSHIP.

FACTORY-BACKED WARRANTY

Maintenance Intervals*

km/Hrt Severe Duty Short-Haul  Long-Haul

o Miles 35,000 40,000 55,000 65,000

Engine Qil

and Filter Kilometers 56,000 64,000 89,000 105,000

Change**
Hours 750 1000 — —
Miles 35,000 40,000 55,000 65,000

Fuel Filter §

Change Kilometers 56,000 64,000 89,000 105,000
Hours 750 1000 — —
Miles Adjust at 100,000, at 500,000, and

Valve Lash then every 500,000 thereafter.

Adjustment | Adjust at 160,000, at 800,000, and

Kilometers then every 800,000 thereafter.
A check engine light will illuminate when ash requires removal.
Normal DPF ash clean interval is:

Diesel

Particulate Miles 500,000 to 550,000

AL Kilometers 800,000 to 830,000
Hours 11,000 to 11,500

DEF Pump Replace filter every 3 years or 500,000 (800,000 km) miles,

Filter whichever comes first.

* Maintenance intervals using Detroit Fluids Specification 93K222 (CK-4) or 93K223 (FA-4) Approved Oils.

** Recommended based on using Detroit’s lube oil and oil analysis program.
Severe duty is up to 30,000 annual miles (48,000 kilometers) and a vehicle that averages less than 5 miles per gallon (mpg).
Short-haul is between 30,000 and 60,000 annual miles (48,000-96,000 kilometers) and a vehicle that averages between 5.1 and 5.9 mpg.
Long-haul is over 60,000 annual miles (96,000 kilometers) and a vehicle that averages between 6.0 and 6.9 mpg.
Efficient long-haul is over 60,000 annual miles (96,000 kilometers) and a vehicle that averages greater than 7 mpg.
Fuel economy represents overall fuel economy (including idle time).

tMiles/Kilometers or Hours, whichever occurs first.

Standard Warranty

Warranty Limits
(Whichever Occurs First)

Repair Charge (Paid by Owner)

Miles/
Months Kilometers Parts Labor
Engine 0-24 Unlimited No charge No charge
) 200,000 mi
Injectors 0-24 320,000 km No charge No charge

Upon expiration of the 24-month warranty coverage,
but within 500,000 mi/800,000 km of use, the warranty continues to apply as follows:

Major 500,000 mi
Components 25-60 800,000 km No charge Not covered




continue to grow and evolve. That’s also why we now: offt_é_r_-a_full line of
axles, transmissions, and advanced technologies. That’s right. 'I_"H'e 'co'm?p
the heart of the truck now gives you the arms, Ie_gs,- and 'backbone_to’_g_
demand it all, demand Detroit. : o e e T
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